
PROCESSFILTRATION
Product Offering

UFTD Capsule Filter

Ultrapure R-EG
Gas Filter
▪ 316L stainless steel

P-EG NPT
Gas & Steam Filter
▪ 36 - 12,672 scfm
▪ 304 & 316L stainless steel

PG-EG Sanitary
Gas & Steam Filter
▪ 36 - 12,672 scfm
▪ 304 & 316L stainless steel

PF-EG Sanitary
Liquid Filter
▪ 1 - 180 gpm
▪ 316L stainless steel

P-BE Vent Filter
▪ 1 - 1,200 scfm
▪ 304 & 316L stainless steel

P-SLF-Box
Sterile Air System
▪ 40 - 600 scfm
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PG-IL Sanitary
Liquid & Gas
▪ 3 - 18 gpm
▪ 215 - 1,290 scfm
▪ 316L stainless steel
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P-SRF
▪ Sterile air
▪ 0.01 µm

P-BE
▪ Sterile vent
▪ 0.01 µm

P-GS
▪ Sintered

stainless steel
▪ 1, 5, 25 µm

P-SM
▪ Stainless

steel mesh
▪ 5 - 250 µm

PP-RES
▪ Resin bonded
▪ 3 - 100 µm
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Donaldson Company, Inc.
Process Filtration
P.O. Box 1299
Minneapolis, MN
55440-1299 U.S.A.

Tel  800.543.3634 (USA)
Tel  800.343.3639 (within Mexico)
processfilters@mail.donaldson.com
www.donaldson.com
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PP-FC
▪ Meltblown

polypropylene
▪ 1 - 75 µm

PP
▪ Pleated poly-

propylene depth
▪ Nominal

0.1 - 30 µm

PP100
▪ Pleated poly-

propylene depth
▪ Absolute

0.45 - 40 µm

PF-PES
▪ Pleated

polyethersulfone 
membrane
▪ 0.04 - 0.6 µm

PF-PT
▪ Pleated PTFE

membrane
▪ 0.1 - 1 µm

PP-P66
▪ Pleated

Nylon 66
membrane
▪ 0.1 - 1 µm

PF-PP
▪ Pleated

polypropylene
membrane
▪ 0.04 - 0.2 µm

STERILE AIR FILTRATION STEAM FILTRATION

LIQUID & GAS FILTRATION

LIQUID & GAS FILTRATION
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